
4" 'P' TRAP AND PIPING
BURIED TO GREASE TRAP

CONCRETE WASH
PITCH TO DRAIN

STEEL REINFORCED COPOLYMER
POLYPROPYLENE PLASTIC STEPS

FLEXIBLE WATERTIGHT RUBBER
GASKET OR BITUMINOUS SEALER

"JOSAM" #67724
4" BACKWATER VALVE

PRECAST REINFORCED CONCRETE
TONGUE & GROOVE RISERS AS
REQUIRED

PRECAST REINFORCED CONCRETE
MANHOLE ECCENTRIC CONE

ADJUST TO GRADE WITH MAX.
OF FOUR COURSES OF BRICK

FINISHED GRADE
24" DIA. MANHOLE FRAME & COVER

3" VENT BURIED TO
BUILDING WALL AND
RISE UP INSIDE
BUILDING TO ROOF

4'-0" DIA.

5" WALL

2'-2"

CAST IRON FLOOR SINK
"JOSAM" 49404-43, 4" PIPE SIZE
16" SQUARE TOP, A.R. CAST IRON GRATE
A.R. INTERNAL DOME STRAINER

FLOAT SWITCH FOR
HIGH WATER ALARM
SET 2" BELOW INLET
INVERT ELEVATION

HIGH WATER ALARM PANEL
MYERS #SA-1,WITH AUDIBLE ALARM,
VISIBLE FLASHING LIGHT AND SILENCING
SWITCH. 120 VOLT, 5 WATTS,
9 VOLT BATTERY BACK-UP.
MOUNT 5'-0" A.F.F. INSIDE BUILDING IN
AN AREA REGULARLY OCCUPIED BY
STORE EMPLOYEES

FINISHED GRADE

CONDUIT FOR
HIGH WATER ALARM

BUILDING WALL

FINISHED FLOOR

NOTE: SEE SITE PLANS FOR INVERT ELEVATIONS AT RECEPTOR.
EXTERIOR SURFACES TO RECEIVE TWO COATS OF BITUMINOUS WATER-PROOFING MATERIAL.
ALL JOINTS AND PIPING PENETRATIONS TO BE SEALED WATER TIGHT.

CORE DRILL HOLE THROUGH BASE

4" INDIRECT WASTE
FROM STORE

PLAN VIEW

CROSS SECTION VIEW

ACCEPTABLE MANUFACTURERS:
ROTONDO, ARROW, UNITED, AMERICAN

CONCRETE - 5,000 P.S.I. AT 28 DAYS

STEEL REINFORCEMENT - ASTM A-615
GR. 60, A-185 OR A-497, 1" MIN. COVER

DESIGN LOADING - AASHTO HS20-44

EXTERIOR SURFACES TO RECEIVE 2 COATS
BITUMINOUS WATER-PROOFING MATERIAL

CONSTRUCTION JOINT - SEALED WITH
1" DIA. BUTYL RUBBER OR EQUIVALENT

BAFFLE TEE FITTINGS AND PIPING WITHIN
GREASE TRAP SHALL BE SCH. 40 PVC WITH
SOLVENT WELDED JOINTS

6" WALLS

10'-0"
11'-0"

24" DIA. COVER
(TYPICAL)

FINISHED GRADEFRAME & COVER

ADJUST TO GRADE WITH MAX.
OF FOUR COURSES OF BRICK

PRECAST REINFORCED CONCRETE
MANHOLE ECCENTRIC CONE WITH
BITUMINOUS COATING

FLEXIBLE WATERTIGHT RUBBER
GASKET OR BITUMINOUS SEALER

PRECAST REINFORCED CONCRETE
TONGUE & GROOVE RISERS AS
REQUIRED WITH BITUMINOUS COATING

6" DIA.
INLET

ALUMINUM STEPS

OPEN ENDED TEE

6" DIA.
OUTLET

4" THICK CONCRETE
BAFFLE WITH (4) 6"
DIA HOLES

4'-0" DIA.

2'-2"

5" WALL

OPEN
ENDED TEE

4" VENT CONNECTION
(USE EITHER SIDE)

4" VENT

DN-5

SITE DETAILS
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355 Research Parkway

(203) 630-1406

Meriden, CT  06450

(203) 630-2615  Fax

LAND SURVEYING

ENVIRONMENTAL

ENGINEERING

ARCHITECTURE
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